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Date of certification: 27 September 2024 

  
  
 Rob Kohuch 
 Certification Manager 
 QPS Evaluation Services Inc. 
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body and notifying authority, used under license. 
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QPS Evaluation Services Inc 

(1) EU-Type Examination Certificate 
(2) Directive 2014/34/EU of the European Parliament and of the Council of 26 February 2014 

(3) EU-Type Examination Certificate Number: QPS 24ATEX5003 X Issue Number:  0 

(4) Product: Cable reel models MD3EX-E-i-4TxSI and MD4EX-E-i-4TxSI  

(5) Manufacturer: A PUISSANCE 3 

(6) Address: ZA de Migelane - 33 650 Saucats - France 

(7) This product and any acceptable variation thereto is specified in the schedule to this certificate and the documents 
therein referred to. 

(8) 
QPS Evaluation Services Inc. 81 Kelfield St., Units 7-9, Toronto, ON   M9W 5A3, Canada, Notified Body Number 
2900, in accordance with Article 17 of Directive 2014/34/EU of the European Parliament and of the Council, dated 
26 February 2014, certifies that this product has been found to comply with the Essential Health and Safety 
Requirements relating to the design and construction of equipment intended for use in potentially explosive 
atmospheres given in Annex II to the Directive. 

The examination and test results are recorded in confidential test report number ATX3451-1. 

(9) 
Compliance with the Essential Health and Safety Requirements has been assured by compliance with: 

 EN IEC 60079-0 : 2018 EN 60079-11 : 2012  EN ISO 80079-36 : 2016 EN ISO 80079-37 : 2016 

except in respect of those requirements listed at item 18 of the Schedule.  

(10) If the sign ”X” is placed after the certificate number, it indicates that the product is subject to the Specific Conditions 
of Use specified in the schedule to this certificate. 

(11) This EU-Type Examination Certificate relates only to the design and construction of the specified product.  
Further requirements of the Directive 2014/34/EU article 13 apply to the manufacturing process and supply of this 
product. These are separately certified and not covered by this certificate. 

(12) The marking of the product shall include the following: 
 

 
                                                                                                                                                                                                           
II 1 G Ex h ia IIC T6 Gb 
II 1 D  Ex h ia IIIB T85°C Db 
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(13) SCHEDULE  
(14) to EU-Type Examination Certificate QPS 24ATEX5003 X Issue No. 0 
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(15) Description and Electrical data 
 
The cable storage reels models MD3EX-E-i-4TxSI and MD4EX-E-i-4TxSI are stainless-steel spring-
loaded reels. The only difference between the 2 models is the diameter of the reel (300mm for MD3EX-
E-i-4TxSI and 400mm for MD4EX-E-i-4TxSI).  
It provides up to 15 meter long extension cable. This cable includes one or two intrinsically safe circuits 
for model MDxEX-E-i-4T1SI and MDxEX-E-i-4T2SI respectively. 
 
The equipment provides a facility to connect either intrinsically safe apparatus at the end of the cable 
to associated apparatus located in the non-hazardous are or to connect 2 devices located in hazardous 
location. 
 
The parameters for the cable (50meters) are as follows: Cc = 10 nF and Lc= 60 µH. 
 
Intrinsically safe loop calculations shall be carried out according to EN60079-25: 2010 taking into 
account cable parameters listed above. 
 
Maximum electrical ratings are defined as follows: 
Umax = 45VDC and Pmax= 0.5W 
 
Ambient temperature: -20°C to +60°C. 
 

(16) Report Number: 
ATX3451-1. 
 

(17) Specific conditions of use:  
The apparatus may contain light metals. The apparatus must be installed in such a manner as to 
eliminate the risk of impact or friction with other metal surfaces. 
The end user shall ensure that all metallic parts of the equipment are suitably bonded to a common 
earth point using a conductor of at least 4mm2. 
 

(18) Essential Health and Safety Requirements 
Met by compliance with the requirements mentioned in item 9. 
 

(19) Remarks and additional information: 

(20) Certificate history 
Issue 0 - 240927; Initial certificate. 
 
 

 
 


	Report Number:
	Remarks and additional information:

